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PIEZOELECTRIC CERAMICS CHARACTERIZATION

T. L. JORDAN 1 AND Z. OUNAIES 2

Abstract. This review explores piezoelectric ceramics analysis and characterization. The focus is on

polycrystalline ceramics; therefore, single crystals, polymeric materials and organic/inorganic composites are

outside the scope of this review. To thoroughly grasp the behavior of a piezoelectric polycrystalline ceramic, a basic

understanding of the ceramic itself should not be overlooked. To this end, we have presented a brief introduction of

the history of piezoelectricity and a discussion on processing of the ceramic and development of the constitutive

relations that define the behavior of a piezoelectric material. We have attempted to cover the most common

measurement methods as well as introduce parameters of interest. Excellent sources for more in-depth coverage of

specific topics can be found in the bibliography. In most cases, we refer to lead zirconate titanate (PZT) to illustrate

some of the concepts since it is the most widely used and studied piezoelectric ceramic to date.

Subject classification. Structures and Materials

Key words, piezoelectricity, crystalline ceramic, ferroelectricity, piezoelectric coefficient, hysteresis, poling,

piezoelectric characterization

1. Piezoelectric Materials: History and Processing. Smart materials are materials that undergo

transformations through physical interactions. An alternate definition is that a smart material is a material that senses

a change in its environment and through the use of a feedback system, adapts to correct or eliminate such a change.

Piezoelectric materials, shape-memory alloys, electrostrictive materials, magnetostrictive materials,

electrorheological fluids are some examples of currently available smart materials.

Piezoelectricity stems from the Greek wordpiezo for pressure. It follows that a piezoelectric material develops

a potential across its boundaries when subjected to a mechanical stress (or pressure), and vice versa, when an

electric field is applied to the material, a mechanical deformation ensues. Piezoelectric materials therefore fall in the

class of smart materials. Ferroelectricity is a subgroup of piezoelectricity, where a spontaneous polarization exists

that can be reoriented by application of an AC electric field.

1.1. Definition and History. Piezoelectricity is a linear effect that is related to the microscopic structure of the

solid. Some ceramic materials become electrically polarized when they are strained; this linear and reversible

phenomenon is referred to as the direct piezoelectric effect. The direct piezoelectric effect is always accompanied by

the converse piezoelectric effect where a solid becomes strained when placed in an electric field. The microscopic

origin of the piezoelectric effect is the displacement of ionic charges within a crystal structure. In the absence of

external strain, the charge distribution within the crystal is symmetric and the net electric dipole moment is zero.

However when an external stress is applied, the charges are displaced and the charge distribution is no longer

symmetric. A net polarization develops and results in an internal electric field. A material can only be piezoelectric

if the unit cell has no center of inversion.

Piezoelectricity is a property possessed by a group of materials, discovered in 1880 by Pierre and Jacques

Curie during their study of the effects of pressure on the generation of electrical charge by crystals such as Quartz,

tourmaline, and Rochelle salt. In 1881, the term "piezoelectricity" was first suggested by W. Hankel, and the

1 M/S 238, NASA Langley Research Center, Hampton, VA 23681.

2 ICASE, M/S 132C, NASA Langley Research Center, Hampton, VA 23681-2199. This research was supported by the National Aeronautics

and Space Administration under NASA Contract No. NAS1-97046 while the second author was in residence at ICASE, NASA Langley Research

Center, Hampton, VA 23681-2199.



converse effect was deduced by Lipmann from thermodynamics principles. In the next three decades, collaborations

within the European scientific community established the field of piezoelectricity; and by 1910, Voigt's "Lerbuch

der Kristallphysic" was published and became a standard reference work detailing the complex electromechanical

relationships in piezoelectric crystals [ 1]. However, the complexity of the science of piezoelectricity made it difficult

for it to mature to an application until a few years later. Langevin et al. [2] developed a piezoelectric ultrasonic

transducer during World War I. Their success opened up opportunities for piezoelectric materials in underwater

applications as well as a host of other applications such as ultrasonic transducers, microphones, accelerometers,

etc...In 1935, Busch and Scherrer discovered piezoelectricity in potassium dihydrogen phosphate (KDP). The KDP

family was the first major family ofpiezoelectrics and ferroelectrics to be discovered.

During World War II, research in piezoelectric materials expanded to the U.S., the Soviet Union and Japan. Up

until then, limited performance by these materials inhibited commercialization but that changed when a major

breakthrough came with the discovery of barium titanate and lead zirconate titanate (PZT) in the 1940s and 1950s

respectively. These families of materials exhibited very high dielectric and piezoelectric properties. Furthermore,

they offered the possibility of tailoring their behavior to specific responses and applications by the use of dopants.

To date, PZT is one of the most widely used piezoelectric materials. It is noted that most commercially available

ceramics (such as barium titanate and PZT) are based on the perovskite structure (Figure 1). The perovskite structure

(ABO3) is the simplest arrangement where the corner-sharing oxygen octahedra are linked together in a regular

cubic array with smaller cations (Ti, Zr, Sn, Nb etc.) occupying the central octahedral B-site, and larger cations (Pb,

Ba, Sr, Ca, Na etc.) filling the interstices between octahedra in the larger A-site. Compounds such as BaTiO3,

PbTiO3, PbZrO3, NaNbO3 and KNbO3 have been studied at length and their high temperature ferroelectric and

antiferroelectric phases have been extensively exploited. This structure also allows for multiple substitutions on the

A-site and B-site resulting in a number of useful though more complex compounds such as (Ba,Sr)TiO3,

(Pb, Sr)(Zr,Ti)O3, Pb(Fe, Ta)O3, (KBi)TiO3 etc.

S O

• Ti,

Zr

Fig 1o Perow'kite structure

Starting around 1965, several Japanese companies focused on developing new processes and applications, and

opening new commercial markets for piezoelectric devices. The success of the Japanese effort attracted other

nations, and today the needs and uses extend from medical applications to the communications field to military

applications and the automotive field.



A reviewoftheearlyhistoryofpiezoelectricityis foundin theworkofW.G.Cady[3];andin 1971Jafl_,
CookandJaffepublishedthebook"PiezoelectricCeramics"[4]thatisstilloneofthemostreferencedworkson
piezoelectricity.

1.2.Piezoelectric Ceramic Processing. The fabrication of most bulk piezoelectric ceramics starts with

powder preparation. The powder is then pressed to the required shapes and sizes, and the green shapes are in turn

processed to mechanically strong and dense ceramics. The more important processes that influence the product

characteristics and properties are powder preparation, powder calcining and sintering. The next steps are machining,

electroding and poling: application of a DC field to orient the dipoles and induce piezoelectricity.

The most common powder preparation is the mixed oxide route. In this process, powder is prepared from the

appropriate stoichiometric mixture of the constituents'oxides. In the case of lead zirconate titanate (PZT): lead

oxide, titanium oxide, and zirconium oxide are the main compounds. Depending on application, various dopants are

used to tailor the properties of interest. PZT ceramics are rarely utilized without the addition of dopants to modify

some of their properties. A-site additives tend to lower the dissipation factor, which affects heat generation, but also

lower the piezoelectric coefficients; for this reason they are mostly used in ultrasonics and other high frequency

applications. B-site dopants increase the piezoelectric coefficients but also increase the dielectric constant and loss.

They are utilized as actuators in vibration and noise control, benders, optical positioning application etc.

Figure 2 shows a flowchart of the mixed oxide route for making PZT ceramics. Mixing of the powders can be

done by dry-ball milling or wet ball milling, both methods having advantages and disadvantages: wet ball-milling is

faster than dry-milling; however, the disadvantage is the added step of liquid removal. The most common method

for making PZT ceramics is through wet-ball milling; ethanol and stabilized zirconia media are added for a wet

milling process. A vibratory mill may be used rather than a conventional ball mill; it was shown by Herner [5] that

this process reduces the risk of contamination by the balls and the jar. Zirconia media are used to further reduce the

contamination risks. The calcination step is a very crucial step in the processing of PZT ceramics; it is important that

the crystallization be complete and that the perovskite phase forms during this step. The goals are to remove any

organics, water or other volatiles left after mixing; to react the oxides to form the desired phase composition before

the ceramic is processed to useful devices; and to reduce volume shrinkage and allow for better homogeneity during

and after sintering.

After calcining, a binder is added to the powder, then the mixture is shaped usually by dry-pressing in a die for

simple shapes, or extrusion, or casting for more complicated bodies. Next, the shapes are sintered: placed in an oven

for binder burn-out and densification.

The major problem in the sintering of the PZT ceramic is the volatility of PbO at about 800°C. To minimize

this problem, the PZT samples are sintered in the presence of a lead source, such as PbZrO3, and placed in closed

crucibles. The saturation of the sintering atmosphere with PbO minimizes lead loss from the PZT bodies. Sintering

can now be carried out at temperatures varying between 1200-1300°C. Despite precautions, there is usually a

resulting loss of 2%-3% of the initial lead content.

After cutting and machining into desired shapes, electrodes are applied and a strong DC field is used to orient

the domains in the polycrystalline ceramic. DC poling can be done at room temperature or at higher temperatures

depending on the material and the composition. The poling process only partially aligns the dipoles in a

polycrystalline ceramic, and the resulting polarization is lower than that for single crystals.



I MIXING of OXIDES: 1

PbO, TiO2, ZrO2

dopants if needed

I WET MILLING 1Zirconia media + Ethanol

24 hrs

I DRYING AT 80°C, 12 HRS

SIEVING for BETTER MIXING and

SIZE REDUCTION

READY for CALCINING 1

F_g 2. Mixed-oxide route of preparing PZT

This processing technique presents many uncertainties and the presence of a wide number of other fabrication

techniques is an indication that there is a great need for the production of reliable PZT ceramics with optimum

properties and microstructure. One problem often encountered is the deviation from stoichiometry. This problem is

often due to impurities present in the raw materials as well as the lead loss during the sintering process, which

invariably results in substantial alterations of the PZT properties. As a result, the elastic properties can vary as much

as 5%, the piezoelectric properties 10% and the dielectric properties 20% within the same batch [6]. Also, the

piezoelectric and dielectric properties generally suffer if there is any lack of homogeneity due to poor mixing. It is

important then that the constituent oxides be intimately mixed. In the method described above, however, the

constituents are solid solutions and it has been shown that an intimate mixing of solid solutions is difficult if not

impossible. More information on the preparation of piezoelectric ceramics can be found in Jaffe, Cook and Jaffe [4],

and Moulson and Herbert [7] among others. Other processing methods including hydrothermal processing and co-

precipitation methods are described in references [8-10]. It is noted that there has been a great deal of development

in powder processing, shaping and sintering [11,12,13] that has resulted in further expanding the application of

piezoelectric ceramics.

1.3. Ferroelectricity. Some piezoelectric materials are also ferroelectric. A ferroelectric material possesses a

spontaneous polarization that can be reversed in direction by application of a realizable electric field over some

temperature range. Most ferroelectric materials have a Curie Temperature, To below which they are polar and above

which they are not. The dielectric permittivity often has a peak at To and linearly decreases according to the Curie-

Weiss law above it [4,7]. The very large permittivity values that are characteristics of ferroelectric materials are

greatly exploited in many applications, most widely in the multilayer-capacitor industry.

Applying a large alternating electric field causes the polarization to reverse, and this gives rise to the

ferroelectric hysteresis loop, relating the polarization P to the applied electric field E. A typical field-polarization



loopisillustratedinFigure3.Atlargesignals,boththeelectricdisplacementD and the polarization P are non-linear

functions of the field E. They are related to each other through the linear equation below

D i = P_ +eoE _ (1)

where eo is the permittivity of free space ( 8.85xl 0 -12 C/V-m). For most ferroelectric ceramics, the second term in

equation (1) is negligible, and a D-E loop and P-E loop become interchangeable. Two key characteristics of the P-E

loop are the coercive field Ec and the remanent polarization Pr, both defined by analogy to ferromagnetic materials.

Ec is the field at which the polarization is zero. Pr is the value of the polarization when the electric field is zero.

Once the field is switched off, the material will have a polarization equal to P_. Once the P-E loop is saturated both

P_ and Ec can be determined. A loop is said to be saturated once the values of P_ and Ec no longer vary.
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F_g 3. Hysteresis loop of a poled piezoelectric ceramic

Generally, the existence of the P-E loop is considered as evidence towards establishing that a material is

ferroelectric. A Sawyer-Tower circuit [14] or a modified version of it, is commonly used to obtain a P-E loop. An

AC voltage is applied to the electroded sample; the resulting charge stored on the sample is determined bymeans of

a large reference capacitor placed in series with the sample. An electrometer can be used to detect the voltage across

the capacitor; by multiplying this voltage with the value of the reference capacitor, the charge across the sample



results. The reference capacitor should be 100 to 1000 times the value of the capacitance of the sample. It is noted

that ferroelectric hysteresis loops are both frequency and temperature dependent.

In addition to the P-E loop, polarization switching leads to strain-electric field hysteresis. A typical strain-field

response curve is shown in Figure 4. The shape resembles that of a butterfly, and it is often referred to as the

"butterfly loop". As the electric field is applied, the converse piezoelectric effect dictates that a strain results. As the

field is increased, the strain is no longer linear with the field as domain walls start switching. For more sources on

ferroelectricity, the reader should consult the bibliography [15-19].
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Fig 4. Butterfly loop indicating switching

2. Constitutive Relations and Materials Property. An understanding of piezoelectricity begins with the

structure of the material. To better explain it, let us consider a single crystallite (small single crystal less than 100gm

in average diameter) from a polycrystalline ceramic. This crystal is made up of negatively and positively charged

atoms occupying specific positions in a repeating unit or cell. The specific symmetry of the unit cell determines the

possibility of piezoelectricity in the crystal. All crystals can be divided into 32 classes or point groups (from 7 basic

crystal systems: triclinic, monoclinic, orthorhombic, tetragonal, rhombohedral, hexagonal and cubic). Of the 32

classes, 21 do not possess a center of symmetry, and 20 are piezoelectric (one class, although lacking a center of

symmetry, is not piezoelectric because of the combination of other symmetry elements). The lack of center of

symmetry means that a net movement of the positive and negative ions with respect to each other as a result of stress



producesanelectricdipole.Theceramic,beingcomposedof therandomorientationof thesepiezoelectric
crystallites,is inactive,i.e.,theeffectsfromtheindividualcrystalscanceleachotherandno discernable
piezoelectricityispresent.Regionsofequallyorientedpolarizationvectorsareknownasdomains."Poling"isa
commonlyusedmethodtoorientthedomainsbypolarizingtheceramicthroughtheapplicationofastaticelectric
field.Theelectrodesareappliedtotheceramicandasufficientlyhighelectricfieldisappliedsuchthatthedomains
rotateandswitchinthedirectionoftheelectricfield.Theresultisneverafullorientationofalldomains;however
thepolycrystallineceramicexhibitsalargepiezoelectriceffect.Duringthisprocess,thereisasmallexpansionofthe
materialalongthepolingaxisandacontractioninbothdirectionsperpendiculartoit (seeFigure5).Withalarge
numberofallowablepolardirectionssuchasnearthemorphotropicphaseboundary(wheretheZrto Ti ratiois
equalto48to 52),themaximumdeviationofthepolaraxisofagrainfromtheaveragepolardirectionwillbe
smaller,andtheloweringofthepolarizationwillbeminimizedassumingoptimumalignment.

V=O V=n I_',"__'_./x,''_ I I

I T I,,',-' " -"I

Fig 5. Poling of a piezoelectric, ferroelectric ceramic
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2.1. Constitutive Relations. When writing the constitutive equation for a piezoelectric material, account must

be taken of changes of strain and electrical displacement in three orthogonal directions caused by cross-coupling

effects due to applied electrical and mechanical stresses. Tensor notation is first adopted, and the reference axes are

shown in Figure 6.

The state of strain is described by a second rank tensor X;, and the state of stress is also described by a second

rank tensor Te. The relationships relating the stress tensor to the strain tensor, compliance si;e, and stiffness ci;e, are

then fourth rank tensors. The relationship between the electric field Ej(first rank tensor) and the electric

displacement D_(also a first rank tensor) is the permittivity _7, which is a second rank tensor. The piezoelectric

equations are therefore written as:

T d_kT;kD_ =e_Ej +

SUklTkl

(2)

(3)

where d/j k ,d/j k are the piezoelectric constants (third rank tensor). Superscripts T and E denote that the dielectric

constant ei; and the elastic constant s_jklare measured under conditions of constant stress and constant electric field

respectively. In general, a first rank tensor has three components, a second rank tensor has nine components, a third

rank tensor has 27 components and a fourth rank tensor has 81 components. Not all the tensor components are

independent. Both these relations are orientation-dependent; they describe a set of equations that relate these

properties in different orientations of the material. The crystal symmetry and the choice of reference axes reduce the

number of independent components. A convenient way of describing them is by using axis directions as given by

Figure 6. The convention is to define the poling direction as the 3-axis, the shear planes are indicated by the

subscripts 4, 5 and 6 and are perpendicular to directions 1, 2 and 3 respectively. This simplifies the notations

introduced above, where a 3-subscript tensor notation (i,j,k 1,2,3) is replaced by a 2-subscript matrix notation

(i 1,2,3 and j 1,2,3,4,5,6), and a 2-subscript tensor notation (i,j 1,2,3) is replaced by a 1-subscript matrix notation

(i 1,2,3,4,5,6). A shear strain such as $4 is a measure of the change of angle between the two initially orthogonal

axes in the plane perpendicular to axis 1. The first subscript of the d-constant gives the "electrical" direction (field or

dielectric displacement) and the second gives the component of mechanical deformation or stress. The planar

isotropy of poled ceramics is expressed in their piezoelectric constants by the equalities d32 d31 (an electric field

parallel to the poling axis 3 interacts in the same way with axial stress along either the 2-axis or the 1-axis) and

d:4 d15 (an electric field parallel to the 2-axis interacts in the same way with a shear in the 2,3-plane as a field along

the 1-axis with a shear in the 1,3-plane). Similar relations hold for the elastic constants because of the isotropy in the

plane perpendicular to the polar axis.

2.2. Property Matrix for a Poled Piezoelectric Ceramic. A piezoelectric ceramic has only one type of

piezoelectric matrix regardless of the symmetry of the constituent crystals. The ceramic is initially isotropic. This

isotropy is destroyed in the poling direction. In the directions perpendicular to the poling direction, the material is

transversely isotropic. The symmetry elements are an axis of rotation of infinite order in the direction of poling and

an infinite set of planes parallel to the polar axis as reflection planes. In crystallographic notation, this symmetry is

described as _mm and is equivalent to the hexagonal polar crystal class, 6mm.

The elastic, dielectric and piezoelectric matrices for the cylindrical symmetry of poled PZT are shown in the

equations below. Matrices analogous to the piezoelectric one also apply to other piezoelectric constants such asg_;

(described in the next section).
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For the symmetry of poled ceramics then, the general equations (1) and (2) are replaced by the specific

equations below:

D = e E + d T (7)
1 1 1 15 5

02= E.2E 2 +dsT (g)

D3= e E +d (T+TJ+d T (9)

E E E

-- (10)S1 _ii TI-_-_I2 L-_-_I3 T+d E

E E E

= T+s T +s T +d E3(ll)2 Sll 2 12 1 13 3 31

E E

= (12)S s (T+TJ+s T+dE

E

S =s T +d E (13)
4 44 4 15 2

E

S =s T +d E (14)
5 44 5 15 1

E

S = s T (15)
6 66 6

Equations (7)-(9) relate to the direct effect, equations (10)-(15) relate to the converse effect.



3.PiezoelectricParameters:Definitions and Characterization. The parameters that are of interest when

considering the electromechanical effects of piezoelectric materials are the piezoelectric charge coefficients (d31 and

dss), the piezoelectric voltage coefficients (gsl and gss) and the piezoelectric coupling factors (ks1, kss , k and _). The

d-coefficient is the proportionality constant between electric displacement and stress, or strain and electric field

(equations (2) and (3)). High d-coefficients are desirable in materials utilized as actuators, such as in motional and

vibrational applications. The g-coefficient is related to the d-coefficient by the following expression:

dm i T= enmgni (16)

where m,n 1, 2, 3 and i 1, 2, ...6. High g-coefficients are desirable in materials intended to be used as sensors, to

produce voltage in response to mechanical stress.

The piezoelectric coupling factor k is a measurement of the overall strength of the electromechanical effect.

It is often defined as the square root of the ratio of electrical energy output to the total mechanical energy input (in

the case of the direct effect) or the mechanical energy available to the total electrical energy (in the case of the

converse effect). The value of k is of course always less than unity because energy conversion is always incomplete.

Other important properties of PZT are the dielectric properties, namely the dielectric constant e (F/m) and

the dissipation factor or loss tangent tan6. The dielectric constant is a measure of the charge stored on an electroded
-12

material brought to a given voltage. The dielectric constant of vacuum is eo 8.85x10 F/m. The relative dielectric

constant K (often referred to as just "the dielectric constant") is the ratio ofe and eo, and is dimensionless. In case of

ac field, the dielectric constant has both a real part and an imaginary part; the loss tangent is defined as the ratio of

the imaginary part to the real part.

The values of these constants depend on the PZT compositions. As an example, the d-constants, g-

constants and the dielectric constant for compositions near the morphotropic phase boundary show their highest

values on the tetragonal side of the transition [4]. It is then possible to tune the values of these properties for most

compositions; one way of achieving that is through adding dopants to the PZT formulation.

3.1. Resonant Method and Equivalent Circuit

3.1.1. Resonance method. Any body of mass has certain characteristic frequencies at which it prefers to

resonate. When excited at this resonant frequency, J_, the body will resonate freely with a greater amplitude than at

other frequencies. Following this resonant frequency is an anti-resonant frequency, J_, where the impedance of the

body is at a maximum and the oscillation amplitude is at a minimum. Piezoelectric ceramics are no different and

the measurement of these characteristic frequencies provides the means to evaluate the piezoelectric and elastic

properties of the ceramic. Different modes of vibration of the ceramic, such as thickness or planar, give insight to

the different constants associated with that mode. A typical resonance plot of impedance versus frequency for a

piezoelectric ceramic near a resonance is shown in Figure 7. Notice the resonant frequency, J_, at the point of

minimum impedance and the anti-resonant frequency, J_, at the point of maximum impedance.

10
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Fig8. Resonant equivalent circuit of a piezoelectric vibrator

At resonance, a piezoelectric element may be modeled by the equivalent circuit as shown in Figure 8. This circuit is

commonly referred to as Van Dyke's Model and is recommended by the IEEE Standard on Piezoelectricity [20]. An

alternate model, proposed by Sherrit et al. [21], eliminates the resistance, R1, and instead represents the remaining

components as complex to better characterize the losses associated with certain piezoelectric elements, especially

polymers. All discussion presented below will assume Van Dyke's Model. BelowJ_ and aboveJ_, the ceramic

behaves capacitively; however between these two frequencies, the ceramic behaves inductively. This model is only

valid near the resonance. Additionally, the resonance must be sufficiently isolated from other modes to eliminate

the effects of any adjacent modes. To assure isolation of the resonance, sample geometry must be chosen carefully.

Geometries suitable for measuring the different piezoelectric and elastic coefficients are presented in Table 1.

Fixturing of the sample should not impose any constraints on the vibration of the ceramic. This can be

11



accomplishedbyusingapointholderpositionedatanodeofvibration.Also,allleadsshouldbeshieldeduptothe
contactpointasmuchaspossibletoavoidanystraycapacitanceswhichmayarise.

EarlierliteraturehassuggestedseveralcircuitstomeasureJ_andJ_ofapiezoelectricceramic[22-25].These
circuitsusuallyconsistofanoscillatorforexcitingthesample,avoltmeterorotherdeviceformeasuringcurrent
throughthecircuit,andadditionaldiscretecomponents.TofindJ_,theoscillatorisvariedin frequencyuntilthe
maximumcurrentisdetectedthroughthecircuit.Similarly,forJ_,thefrequencyofminimumcurrentisdetermined.
It shouldbenotedthatthereareactuallysixcharacteristicfrequenciesthatmaybeidentifiedfor aparticular
resonancewhichincludefnandre,thefrequenciesofmaximumandminimumimpedance;J_andJ_,theresonantand
antiresonantfrequencies;andJpandre,theparallelresonantfrequencyandseriesresonantfrequency.IEEEStandard
177[23]identifiesthesesixfrequenciesandestablishesthatformanycases,includingpiezoelectricceramics,one
canmaketheassumptionthatfn j_ J_ andJ_ £ f_. For lossymaterials, such as some of the piezoelectric thin

films, this assumption can introduce appreciable errors and the six frequencies should be considered separately. The

magnitude of the minimum impedance, Zm, may be determined by substituting an adjustable resistor into the circuit

for the ceramic at the previously identified frequency and adjusting the resistance until the voltmeter reading is the

same as for the ceramic. Today, fully integrated impedance analyzers are commercially available to make this type

of measurement, and even allow the researcher to choose an equivalent circuit model and will report the values of

the discrete components of the equivalent circuit along with J; andJ_. Also, commercial off- the shelf software is

now available which can be used in conjunction with an analyzer to evaluate the impedance information and

calculate the relative material properties of a piezoelectric device [26]. These tools can aid the researcher in the

evaluation of material properties, however a basic understanding of piezoelectric behavior is an important

foundation that should not be overlooked.

Table 1.

Sample geometries'for measurement of material properties

Dimensional

Requirements

Properties

Measured

long, slender, length

poled rod; 1 > 3d

K3 T , k33 , tan 8, s3_,

s3E3, d33, g33, QM

thin, flat plate, thickness poled;

l>3.5t, w

K3 T , k31 , tan a, Sl_,

S E' d31, g31, QM

thin flat disc, thickness poled

d>lOt

T

K 3 ,kp,tan _,QM
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3.1.2.Measurementofmaterial properties. Capacitance measurements are usually carried out at lkHz and at

low excitation voltages (mV level). Although research has shown capacitance and loss to vary with excitation

voltage and frequency [27,28], the lkHz, low voltage measurement is used in the determination of material

properties. The free relative dielectric constant, K r, is defined as the ratio of the permittivity of the material to the

permittivity of free space. It is calculated from the following:

K r _ tC (17)
eo A

where t is the distance between electrodes in meters, C is the capacitance in farads, 6 o is the permittivity of free

space (8.85 x 10 -12 F/m), andA is the area of an electrode in meters 2.

The loss tangent, tan6, is defined as the ratio of resistance to reactance in the parallel equivalent circuit of

Figure 9a. It is a measure of the dielectric losses in the material and therefore also a measure of the heat generation

capacity of the ceramic when operated under dynamic conditions. This is a direct measurement and is usually

formed at the same conditions as the capacitance measurement.

O-------

I
(-,p

(a)

-------0

0 ,AA/Xr---- 0

R s C s

Fig 9. Non-resonant (a) parallel and (b) series equivalent circuit

The three most common coupling coefficients are kp, ks1, and kss; where thep is for planar, and the 31 and 33

subscripts are for length extensional and thickness extensional modes. The coefficients kss and ksl are calculated

from the frequencies of minimum and maximum impedance and are given by the equations

13



k33 2

2

1-_ (f" -£)

L

tan_- 2f. ._ (18)

k312 _ I]/

l+gt
(19)

where:

1ff=2(l+f"-f'_ ) [ _)]tan(:C(f"-f')
(20)

The planar coupling coefficient kp is defined for thin discs and can be approximated by

f) -f/
kp = (21)

L '

Elastic compliance is the ratio of a material's change in dimensions (strain) in relation to an externally applied

load (stress). This is the inverse of Young's modulus. For a piezoelectric material, the compliance depends on

whether the strain is parallel or perpendicular to the poling axis and the electrical boundary conditions. Elastic

constants are calculated from the following equations:

D 1

$33 4 -,_2.2 (22)
PI, t

D

E $33

$33 1 -- k323

(23)

E 1
Sll- 2 2 (24)

4of, w

S D = sE0--k21) (25)

where p is the density of the material in kg/m 3 and 1 is the distance between electrodes and w is the width of the

ceramic. The superscripts D and E stand for constant electric displacement (open circuit) and constant electric field

(short circuit) respectively.

The at,?.piezoelectric constants, which relate the applied electric field to the strain, can be calculated from the

coupling, elastic coefficients and the dielectric constant. They are

d33 = k3341?.oKfs3E3 (26)

d31 = k31 ;r_ (27)

The gij piezoelectric constants are related to the d_jcoefficients by the following equations:

14



d33
i

g33 eoK[

d31
i

g31 eoK[

(28)

(29)

It should be noted that the piezoelectric coefficients calculated above are only valid at frequencies well below

resonance and do not account for any non-linear behavior of the ceramic.

They are not dependent on the dimensions of the material, however they will vary with the degree of

polarization of the ceramic. They also do not provide the sign of the coefficient, which must be determined through

direct measurements.

The mechanical QM, the ratio of reactance to resistance in the series equivalent circuit of Figure 9a is given by:

-- 2TOCrZmCol {.j, jrfa2Qv --2_-2 (30)

3.2. Direct Methods. Direct measurements of the piezoelectric constants are possible and have been used to

quantify the direct and converse effects in ceramic samples. Direct methods are also used to investigate the behavior

of the ceramic in regards to hysteresis, non-linearity, frequency response, aging, thermal behavior, and other

characteristics that are not resolved by the above methods. These methods typically apply a known input to the

ceramic, either an electric field or a force, and record the corresponding output, either a deformation or a charge

under various conditions. These methods are in contrast to the bulk material characterization using the electrical

resonance techniques described above. Many times, the direct measurements are carried out on a ceramic that has

been configured as a sensor or actuator. Typical processing may include electroding, laminating, applying preload,

mounting, and other assembly procedures to be able to effectively adapt the material for use as a sensor or actuator.

These measurements aid the researcher in modeling the behavior of the piezoelectric device and allow the efficient

integration of the devices into real world applications.

Displacement measurements of piezoelectric actuators are performed to determine the magnitude and sign of

the relationship between applied electric field and the strain developed, i.e., the converse effect. For a PZT wafer,

this corresponds to the 6/,)coefficient; however for bending type actuators this relationship does not correlate directly

to any of the measured properties for out of plane bending using the resonance techniques. Based on equations

(10)-(15), it can be seen that for a case where the ceramic is free to expand (Tk 0), then the strain is only a function

of the product of the applied field Ei and the 6/,).coefficient

Sj = d,jE i (31)

Careful attention must be paid to the boundary conditions of the ceramic to assure that the above assumption is

valid. In a plot of the strain as a function of applied field, the slope yields an average value of d_j. Typically these

measurements are made with a non-contacting displacement transducer [29] to reduce the effects of loading on the

actuator. Laser based and other optical or capacitive displacement measurement techniques are most commonly

used [30-32]. Displacements may range from sub-micron levels for single PZT wafers to the centimeter level for

bending type actuators. For very small displacements, an optical-lever type measurement system or interferometric

techniques [33] have been used to resolve the displacement of the ceramic. Direct application of either foil or
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opticalstraingageshasalsobeenutilizedformeasurementoftheactuatorstrain.Thesemeasurementsmaybemade
eitherstaticallyordynamically,dependingonthemeasurementsystemandtheintendedapplicationoftheceramic.
If dynamicmeasurementsaremade,excitationfrequenciesshouldbeatleastanorderofmagnitudelessthanany
resonantfrequencyofthedevicetoassurealinearbehaviorandthattheboundaryconditionsaresuitableforthe
intendedmeasurement.

Anotherdirectmethodusedtomeasurethepiezoelectricconstantsisbasedonthedirectpiezoelectriceffect
[22,34].Here,aknownloadis eitherappliedto or liftedoff aceramicatrest.Theresultingcharge,which
accumulatesontheelectrodes,is thenmeasuredasavoltageacrossacapacitorinparallelwiththeceramicorthe
currentfromtheceramiccanbeintegrateddirectly.IfEi is0(shortcircuit),thenequation(2)reducesto:

D_ = dT (32)
zj j

and knowing the applied stress and measuring the electric displacement, the appropriate dij coefficient can be found.

Ifa piezoelectric ceramic is immersed in a liquid and the pressure of the liquid is varied, then the piezoelectric

coefficient dh can be quantified by measuring the voltage on a large capacitor in parallel with the ceramic. This

coefficient represents the response of the ceramic to hydrostatic pressure applied equally in all axes. Convention has

dictated that for the dh coefficient, electrodes are perpendicular to the 3-direction. The dh coefficient is related to the

other d coefficients for a ceramic by the equation:

dh = d33 + 2d31 (33)

By varying the frequency of the excitation voltage to the ceramic while measuring the displacement, the

frequency response of the device maybe obtained. Typical resonant frequencies of bulk ceramic material are in the

kilohertz to megahertz range depending on the mode of vibration, while resonant frequencies of bender types

(unimorph or bimorph) may be less than 100 hertz. For maximum strain, a piezoelectric actuator can be excited at

its natural frequency, however this non-linear behavior must be taken into account if the actuator is to be used over a

range of frequencies. Also, careful attention must be paid to the instrumentation system's dynamic response, in both

amplitude and phase distortion, when making dynamic measurements. Measurement systems have their own

frequency response characteristics which must be separated from the response of the ceramic under test.

Hysteresis is a phenomenon that is present in all piezoelectric materials. Hysteretic behavior is due to the lossy

nature of the ceramic where the current trails the applied voltage by an angle c_ related to the loss tangent of the

material. For actuators, this means that the absolute displacement is not only dependent on the excitation voltage

and frequency, but also on whether the voltage is increasing or decreasing. To characterize the amount of hysteresis

in a ceramic, a sinusoidal voltage is applied to the device and the displacement is recorded. By plotting the

displacement vs. driving voltage, as shown in Figure 10, the hysteretic behavior of the ceramic can be observed.

The amount of hysteresis (usually expressed in percent) is defined as the largest difference between the maximum

and minimum displacement for any voltage divided by the total displacement. Of note in Figure 10 is the fact that

as the peak voltage is increased, the amount of hysteresis also increases for any given voltage.
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F_g 10. Strain hysteresis of a piezoelectric ceramic unimorph

Generally, piezoelectric ceramic actuators exhibit a decrease in their displacement for a given excitation

voltage as they are loaded. This relationship can be seen in equation (3), for the case where Tk _ 0. As the load is

increased, the displacement eventually reaches zero and the actuator provides only a force output. This force is

known as the blocked force, and it is the maximum amount of force that the actuator can produce at that voltage. To

characterize this relationship, the actuator is loaded with a load less than the blocked force and the displacement is

measured. If the load is varied, then the force/displacement relationship can be determined (Figure 11). To

determine the blocked force, the actuator must be rigidly held so as not to deform, and the force output measured

with a load cell or other force-measuring device. Because the displacement of some piezoelectric actuators is quite

small, this measurement can be difficult. The blocked force FB can alternately be calculated by the equations below

E3d33wl
FB - E (34)

$33

E 3 d31Wt
FB - E (35)

Sll

where E is the applied field, 1, w and t are the length, width and thickness of the ceramic, respectively. Equation (34)

applies to thickness extensional mode and equation (35) applies to length thickness extensional mode.

Actuators with greater displacements better lend themselves to the blocked force measurement (such as domed

pre-stressed actuators or unimorph/bimorph type actuators). The blocked force may also be determined by

extrapolating the force/displacement relationship to zero displacement if a true blocked force measurement is not

practical. In most applications, actuators will operate somewhere between the flee (unloaded) state and the

completely constrained state.
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Fig 11. Typical stress�strain relationship for a piezoelectric ceramic

It has been previously reported that a constant preload applied to a piezoelectric actuator can actually increase

the displacement of the ceramic as compared to an unloaded specimen [34-36]. This may be a result of simply

reducing the compliance or mechanical slop in a PZT assembly or may be a real increase in the d-coefficient. This

effect will reach a maximum and then start to cause a decrease in the coefficient as the pre-load is increased up to

the blocked force.

Temperature effects on the piezoelectric coefficients of ceramics may also be evaluated. Usually, ceramics

must be used well below their Curie temperature to maintain polarization. For hard and soft PZTs, the respective

Curie temperatures are on the order of 360°C (680 °F) and 330°C (626°F). For operation at lower temperatures, even

down to cryogenic levels, the piezoelectric coefficients generally decrease with decreasing temperature. This effect

can be experimentally quantified through either resonance techniques or direct measurements over the desired

temperature range [34].

The power required to drive a piezoelectric ceramic can be calculated from the following equation:

P = 2nfC tan (_Vrms2 (36)

when the ceramic is modeled as in Figure 9a where f is the driving frequency, C the capacitance, tan_ the loss

tangent, and Vm_ the root mean square of the excitation voltage. Typically, both the capacitance and loss tangent of

the ceramic are assumed to be constant when using equation (36). Doing so can lead to large errors when estimating

the power consumption of a ceramic. To avoid these errors, either the voltage and current supplied to the ceramic

should be measured to provide a direct indication of the power consumption, or the variation of capacitance and loss

of the material as functions of applied field and frequency must be quantified and incorporated into equation (36)

[28]. A number of researchers have investigated the power consumption characteristics of PZT actuators used to

excite a host structure [27,37,38] and found a coupling between the mechanical motion of the structure and the

electrical characteristics of the piezoelectric actuator. Research by Brennan and McGowan [27] shows that the

power consumption of piezoelectric materials used for active vibration control is independent of the coupling effects

of the host structure when the structure is completely controlled. From these findings, they conclude that the power

requirements of the piezoelectric actuator are only dependent upon its geometry and material properties, and the

driving voltage and frequency of the control signal. Research [23] has indicated that both capacitance and resistance

are non-linear functions of the peak amplitude and frequency of the excitation voltage
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Withtime,piezoelectriceffectsimpartedthroughpolingwill degrade.Agingofpiezoelectricceramics,like
manyothermaterials,islogarithmicwithtime.Withmostceramics,areturntoinitialperformancelevelscanbe
accomplishedbysimplyrepolingthesample.Aginglevelsdependonthecomposition;thecouplingcoefficientof
softPZTcompositionagesatarateof 1%pertimedecadeversus2%forahardcomposition.Degradationof
piezoelectricbehavioralsodependsonthelevelofstresstowhichtheceramicissubjected.Largestresslevelscan
leadto switchingofthepolarizationandeventuallydepolingoftheceramic.Largestressesalsoinducemicro
cracking,whichcanleadtoceramicbreakageandfailure.

Themethodsoutlinedabovecanbeusedeitherseparatelyortogethertoinvestigatethedielectric,piezoelectric,
andelasticpropertiesofaceramic.Resonanttechniques,whicharethepreferredmethodofmeasurementofthe
IEEEstandard,areeasytoimplementandtheassociatedfrequenciescanbemeasuredaccurately.Thereiseven
commerciallyavailablehardwareandsoftwareavailableto assistin thesemeasurementsandtheevaluationof
materialproperties.However,thesemethodsdonotexplainanynon-linearbehaviorthatispresentintheceramic.
Dependenceofmaterialpropertiesonthefrequencyandamplitudeoftheappliedvoltageareamongthesenon-linear
effects.Directmeasurementsofthepiezoelectricconstantscanquantifythematerialpropertiesunderdifferent
operatingconditionsandprovideinsightbeyondthestandardlinearbehaviorpredictedbytheresonancetechniques.
Thesemethodsthough,areusuallymorerigorousintheirrequirementsofmaterialhandlingandinstrumentation.

3.3.Modelingof PiezoelectricCeramics.Thereareahostofapplicationsforpiezoelectricmaterialsand
despitethefactthattheyhavebeenstudiedforoveracentury,potentialforimprovementandinnovationstill
persists.Modelingofpiezoelectricceramicsandtheirpropertiesaffordsawaytoacceleratematerialsimprovement
andaidindevicedesignanddevelopment.Forthatreason,wewouldberemissnottomentionit, albeitbriefly.This
introductionisinnowaymeantasacomprehensivereviewofthevastareaofmodelingofpiezoelectricity,however
thereferencescitedprovideagoodstartingplace.Caremustbetakentodifferentiatebetweenmodelingofthe
piezoelectricmaterialandmodelingofa"piezoelectricstructure",whereoftenapiezoelectricmaterialislaminated
oradheredtoasubstrateasaunimorphorbimorph.

A numberofresearchersexperimentedwithcommercialpackagessuchasANSYS®[39].However,these
commercialpackageshavelimitations.Othergroupshavewrittentheirowncodeswithvaryingdegreesofsuccess
[40-43].Finiteelementschemescombiningpiezoelectricandacousticelementsprovedusefulin characterizingthe
electromechanicalbehaviorofpiezoelectrictransducers[44].Mostoftheseschemesarerestrictedin thatthey
assumelinearityofthecoefficients.Perezetalexpandedonthesemodelsbyincludingnonlinearelementsintothe
equivalentcircuit[45].Modelsofthenon-linearhystereticbehaviorofpiezoelectricmaterialsareabundantin the
literature,andcanbedividedbasedonthedimensionalscaletheyprobe.Microscopicmodelsprimarilystemfrom
energyrelationsappliedattheatomicormolecularlevel[46].Macroscopicmodels[47-49]oftenuseempirical
relationsto describethebehaviorofthebulkmaterial.Bothmethodshavetheiradvantagesanddisadvantages;
microscopicmodelsrequireagreatnumberofparameters,oftennotavailable,andmacroscopicmodelsdonot
considertheunderlyingphysics.A numberofauthorsproposedathirdapproach,ameso-scaleorsemi-microscopic
modelthatcombinestheadvantagesofthepreviousmethods,thusallowingabetterwaytomodelthehysteretic
behavior.Thisisaccomplishedbystartingoutfromenergyprinciplesappliedatthemicroscopiclevel,thenusinga
relativelysmallnumberofparameterstosimulatethebehaviorofbulkceramics[50,51].

4.Conclusion.Characterizationoftheelastic,dielectricandelectromechanicalpropertiesofpiezoelectric
ceramicsiscrucialforseveralreasons.First,investigationsofthematerialpropertiesprovidealinkbetweenthe
manufacturingprocessandceramicperformance.Thisenablesthedeveloperof thematerialsto adjustthe
manufacturingprocessof theceramicto producetailoredmaterials.Second,theengineercaninvestigate
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prospectivematerialsfor applicabilityto a specificneed. Also,materialparametersobtainedthrough
characterizationcanbeusedtodevelopandvalidateanalyticalmodelsoftheceramics.Insightsgainedthrough
characterizationhaveledtomanynewdevicesanduses.Forexample,investigationofthehydrostaticcoefficients
ofPZTandthoseofthepiezoelectricpolymerpolyvinylidenefluoride,PVDF,identifiedtheproductofdh and gh as

a figure of merit and led to composite research to combine both materials yielding a superior device that better fits

underwater and hydrophone applications. More than a century after their discovery, piezoelectric ceramics have

become viable for commercial purposes. Researchers continue to diligently uncover novel ways to characterize the

complex electromechanical properties and as they do so, new processing methods and applications are revealed.

Recently, as an example, researchers at MIT have successfully grown piezoelectric single crystals [52], opening

opportunities for newer applications. Published articles on composite processing and characterization have become

more abundant as well.

Without question, piezoelectric ceramics have secured a permanent place in the field of material science and

engineering.
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